
The average TLC GreenLink System saves 
enough water in one year to sustain 3,481 

human lives.

“When the well is dry, we learn the worth of water”

- Benjamin Franklin



Alternative Water Treatment 
Technology
� Replaces 40+ Year Chemical Treatment Approach with 

Advanced Technology.
� Adopters experience water and sewer savings of 20-70% annually, 

based on various factors

� Reduced or no chemical cost & no more chemical pump repairs

� Extends the life of the tower and related equipment

� Eliminates tower cleaning costs & reduces labor costs

� Proven return on investment 

� Reduces or eliminates chemical exposure to on-site personnel 

� Reduces downstream pollution

� Eliminates OSHA/HAZMAT administration and documentation



TLC‘s Water Treatment Technology Leadership
TLC GreenLink Water Solution: An Integrated 4 Step Patented Process 

Step 1 - GreenLink Copper & Silver Ionization
� Safely Introduces Trace Amounts of Copper into the Water

� Kills Algae and Bacteria

� Breaks Down the Minerals and softens water to control scaling

� Minimizes corrosion and sediment 

� Use of Silver alleviates safety concerns including legionnaire disease 
and salmonella



TLC Envirotech’s Water Technology Leadership
TLC GreenLink Water Solution: An Integrated 4 Step Patented Process 

Step 2 - GreenLink Side Stream Filtration
� Uses a unique micron filter media to 

remove minerals (conductivity)
� Removes sand and other sediment
� Automated backwash 

Step 3 - GreenLink Process Technology
� Processor-controlled automation
� Knowledge-based system
� Browser-based daily communication with cooling tower (Optional)

Step 4 - GreenLink System Care
� Tower Cleaning
� Comprehensive monthly water analysis
� Monthly equipment  & system performance audit
� LEED certification compliance confirmation

TLC Envirotech’s GreenLink Water 
Solution entry point into the cooling tower 



Graphic Representation of TLC 
GreenLink Water Solution 

Equipment for Dual 
Systems
� Two (2) 30’’ Industrial Grade filters

� Two (2) 2.5 HP Pumps w/Strainer for airborne 
pollutants

� One (1) Fiberglass Electronics Controller 
(Rain tight):

� Unitronics Controller for Automated Backwash

� Relays for automated operation and shutdown

� Communication Capabilities

� Four (4) Ionization Chambers for each system 
(8 total)

� Plumbing (2” Schedule 80 PVC) – Tower 
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TLC Envirotech GreenLink Water Solution



Tool for Partner’s Engineer on Original Site 
Walk Through

TLC Site Survey Engineering Form

Date:_____________

Company:____________________________

Address:_____________________________

Address:_____________________________

Tel:(       )-_______-______________X_____

Contact:_____________________________

Current Chemical Treatment Co._____________________ __________ Cost/Mo:__________

Chiller #1________Tons Run Time/Yr.____________

Chiller #2________Tons Run Time/Yr.____________

Chiller #3________Tons Run Time/Yr.____________

Tower Manufacturer:___________________________

Are all cells in all towers common water to a main header?__________

Drain access?___________ How far from where equipme nt would be mounted?___________

How often do they clean tower?_________ How much do es it cost each time? $___________

Conductivity of tower water?__________ Conductivity  of tower make-up water?__________

Current settings of chemical controller- Bleed/blowd own setting?__________   Conductivity 
reading?_____________

Does tower currently need to be cleaned before star tup of system?_________

Water samples of make-up and tower water provided? ____________ 

Include pics of different views of tower.

Ask for Jan & Feb, Jul & Aug – water bills.



TLC Contacts:

Eddie DeShong

Sales Director – Major 
Accounts

Mobile:  214.883-4881

Office:  972.671.9300

edeshong@tlcenvirotech.com

Dale Steffens

Chief Technical Officer

Mobile 214.542.9400

Office 972.671.9300 x202

dsteffens@tlcenvirotech.com

Ashley Hardcastle Witt

Director of Operations

Office: 972-671-9300 x 201

Fax: 972-671-9303

awitt@tlcenvirotech.com

Dr. Hui Zeng

Chief Chemist

Mobile:214-790-8612 

Office: 972-671-9300 x 205

hzeng@tlcenvirotech.com


